
Crossway provides Anti-Microbial Flooring at 
tƛƭƎǊƛƳΩǎ tǊƛŘŜ 

 Recently, Crossway successfully completed the installation of over 10,000 

sq. ft. of Antimicrobial flooring at the Production Facility  in Moorefield, WV. 

 Crossway was only given 7 days to research the issues and problems the 

plant was experiencing,  visit the plant, and present a solution and costs based on 

their findings.  After presentations were made, Crossway was selected based on 

their exacting response to the solicitation, pricing, past history of successful pro-

ƧŜŎǘǎ ǿƛǘƘ tƛƭƎǊƛƳΩǎ tǊƛŘŜΣ ǊŜǇǳǘŀǘƛƻƴΣ ǘƘŜ ǉǳŀƭƛǘȅ ƻŦ ǘƘŜ ƳŀǘŜǊƛŀƭǎ ǇǊƻǇƻǎŜŘ ŀƴŘ 

warranty, and the commitment of support from the material manufacturer.   

 The project began May 2nd, with a ten man crew plus management.  Pre-

paring for the actual installation was a job in and of itself.  Once the required Shot-

blasting and degreasing were in action, the next wave of men followed behind, 

ǾŀŎǳǳƳƛƴƎ ŀƴŘ ŘǊȅƛƴƎ ŀǊŜŀǎΣ ƎǊƛƴŘƛƴƎ ŎǳǊōǎΣ ŀƴŘ ƪŜȅƛƴƎ ǘŜǊƳƛƴŀǘƛƻƴǎ όŎƻƴǘƛƴǳŜŘΧύ 

tƛƭƎǊƛƳΩǎ tǊƛŘŜ 
Carboline FlowCrete 

Anti-Microbial 
Production Floor 

CUSTOM SOLUTIONS 

FlowCrete is a line of          

industrial flooring products 

by  Carboline.  Rapid installa-

tion, anti-microbial, and posi-

tive slip resistance contribute 

to the selection of FlowCrete 

for the project. 

CROSSWAY 

 
 

 
Crossway  

Protective coatings  

Crossway is one of the      

largest and most experienced 

Protective Coatings           

contractors in the Southeast.  

Visit our website at 

www.crosswaycoatings.com 

to see how Crossway can 

make the difference on your 

next industrial flooring      

project. 



/ŀǊōƻƭƛƴŜ Cƭƻǿ/ǊŜǘŜ ŀǘ tƛƭƎǊƛƳΩǎ tǊƛŘŜ 

(continued) around drains, wall         

perimeters, and routing cracks in the 

substrate.   

 The areas coated included 

Coolers 1, 2, and 3, the main Produc-

tion Room, the Boot Wash area, the 

Pump Room, and the Blending Room.  

Coordinating the different activities in 

each area required the full attention of 

both Billy Mills and Dan Nelms, PMs at 

Crossway.  Both managers have at-

tended the SSPC Concrete Coating In-

ǎǇŜŎǘƻǊΩǎ ŎƻǳǊǎŜ ŀƴŘ Ƴŀƴȅ ǘƘƛƴƎǎ ƛƴ 

that course applied to this project.  It is  

a hallmark of Crossway to have either 

an SSPC or NACE Certified inspector on 

each project to ensure quality and 

document the project conditions and 

application parameters. 

 Once all the preparation was 

completed, with the areas dried, 

cleaned, and profiled, the pre-work 

was initiated.  Cracks and control joints 

in the substrate were filled using Flow-

Prime and a proprietary filler additive.  

Expansion joints were honored and 

protected.  Vertical surfaces of the 

concrete curbs bordering the areas 

were resurfaced utilizing the polymer 

repair mortar Sika 123 Plus.  It was also 

necessary to use the Sika product to re

-slope numerous drains in the Blending 

room to alleviate issues with standing 

ǿŀǘŜǊΦ  ! нέ ǎǘǊƛƪŜ ŎƻǾŜ ǿŀǎ ǘƘŜƴ ŀǇπ

plied to all 90 deg. transitions  with the 

FlowFresh CM, an engineered cove 

mortar that, after the f looring          

application, ends up as an integral part 

of the system.   

 After the pre-work phase of 

the project, the base coat of the floor-

ƛƴƎ ǎȅǎǘŜƳ ǿŀǎ ƛƴǎǘŀƭƭŜŘΦ  !ǘ мκпέ ǘƘƛŎƪΣ 

the FlowFresh 933 topping is aggregate 

filled for strength and stability.  The 

material application was so rapid that 

two 10-gallon mixers were in operation 

simultaneously to supply the applica-

tion crew.  The units, mixing the three-

component materials, cycle approxi-

mately once every 2-3 minutes, and 

both units operated non-stop from 

start to finish until the entire 10,400 

sq. ft. was installed and curing. 

 Once the base coat was cured 

enough for foot traffic, a detailed in-

spection took place by the crew lead-

ers and Crossway inspectors on site.  

Any defect or trowel marks in the base 

coat were corrected before mobilizing 

the material, men, and equipment for 

the final wear coat. 

 Once approved, the finish coat 

of FlowFresh 933, neat, was then in-

stalled  with aggregate broadcast and 

encapsulated for added texture, reduc-

ing the risk of slips and falls for plant 

employees.  Once the material cured,  

inspectors and crew leaders once again 

combed the areas looking for inclu-

sions and ensuring all materials were 

curing properly.   

 After plant representatives  

approved the installation, clean-up          

 

Project 

Management Success 

began.  The expansion joints 

(previously protected) were filled 

with Polyurea sealant to guaran-

tee fast return to service and no 

cracking.  

Unique challenges for this pro-

ject included the always perilous 

situation wherein the plant re-

mained in production during the 

installation.  The installation ar-

eas were separated from the 

operating areas by temporary 

plywood walls covered in heavy 

ǇƭŀǎǘƛŎΦ  ¢ƘŜ ǇǊƻŘǳŎǘΩǎ άƭƻǿ-

ƻŘƻǊέ ŎƘŀǊŀŎǘŜǊƛǎǘƛŎǎ ǿŜǊŜ ŀƭǎƻ 

instrumental in maintaining the 

production schedule, allowing 

Crossway to work around plant 

operations. 

 

άtƭŀƴƴƛƴƎ ōŜƎŀƴ ƻƴ ǘƘƛǎ ǇǊƻƧŜŎǘ 

the minute the proposal was 

accepted.  Material quantities, 

men and equipment logistics, 

travel arrangements, phase 

management; many hours 

were spent before we ever set 

foot on the job making sure 

there would be no problem 

with the plant starting produc-

tion on this floor Monday 

ƳƻǊƴƛƴƎΦέ -  Billy Mills, PM/Sales 



  

 

Carboline FlowFresh non-slip is a 5-

6 mm heavy duty, chemical resis-

tant, anti-microbial treated poly-

urethane resin floor screed system.  

It is an attractive, positively tex-

tured colored floor finish.    

 The material is ideal for 

wet processing zones such as food 

manufacturing, food preparation 

areas, and chemical processing 

plants. 

 FlowFresh contains Poly-

giene, an anti-microbial additive 

based on silver ion technology, 

which provides control of most bacteria and 

fungi which come into contact with the floor. 

Its very high chemical resistance makes it 

easy to clean and sterilize.  Heat resistant to 

90 deg C, it is non-tainting, non-dusting, and 

has a high abrasion resistance.  The material 

is a proven low-cost alternative to acid-

resistant tile.  With low-odor during applica-

tion, it can be used in areas where produc-

tion cannot be halted.  Positive slip resis-

tance reduces slips and falls. 

 Curing for light traffic in as little as 

24 hours, rapid installation and return to 

service is possible. 

Manufacturer Support. 

No Exceptions.  

Crossway selected Carboline as 

the material supplier on this 

project not only for the materi-

als they offered, but also be-

cause of the level of field sup-

port  during the project.  Nu-

merous field technicians and 

sales professionals assisted in 

the planning and logistical chal-

lenges of the project.  From the 

shipping of 10 pallets of mate-

rial, to nuances of the material, 

Carboline was instrumental 

in the success of the project 

with no delays. 

Safety. 

No Exceptions. 

While hazards on this project 

were not extreme, preparation 

and application operations 

required the use of proper 

PPE, respirators, Job Safety 

Analysis, and good housekeep-

ing.  Safety is an important 

part of all projects and this 

was no exception.  No near-

misses or accidents were ex-

perienced on this project. 

No Down Time Allowed. 


